
Tractor Trailer Instruction Manual 
by Cala Custom Woodworks 

 

**NOTE** Separate the pieces from the wood frame 1 of 3 as needed. There are quite a few small pieces and removing 

all at once, can get a little disorienting. You will need some glue tape and some patience to complete this model. Parts 

are identified by a circled letter/number.  

 

Step 1a: Starting with the Tractor cab, separate C1, C2, C3 & C4. 

 



Step 1b: Apply some glue to the tabs of C1 (Bottom) labeled C2 & C4, and the tabs of C2 (Driver side) labeled C4. 

Position The 3 pieces together, and add some tape to the corners to secure the pieces for the next step (not pictured)   

 

Step 1c: Repeat the same steps to add C3 (Passenger Side) and C5 (Front Grill) and add to the assembly.  

 



Step 1d: Apply a dab of glue to all the slots of C6 (Roof) and position all the tabs into the slots of the assembly.  

 

Step 1e: To complete the cab, apply some glue to the slots/tabs of C5 & C6, and position CW into place.  

 



Step 2a: Separate parts EX1, EX1-S, EX2 & EX2-S to assemble the exhaust stacks. Apply glue to the half-lap slot of EX1 

and insert EX1-S to create the driver side exhaust. Repeat the same for the passenger side with EX2 & EX2-S 

 

Step 2b: Apply some glue to the slots labeled EX1 and EX2, on the rear of the cab (C4). Insert the exhaust assembly to 

that the stack are pointing up and away from the cab. 

 

 

 



 

Step 3a: Moving on to the tractor chassis, separate parts B1, B2, B3, B4 & B5.  Apply glue to the slots/tabs of B1 marked 

B2 & B3. Position the flat side of B2 into the B2 slots of B1. (Single hole should be located nearest the side of B1 with 

slots marked CM.   

 

Step 3b: Apply glue into and between the slots marked CM on the underside of B1. Insert the Cab mounts (CM) so that 

there the 8 tabs stick out of the top of the chassis assembly. Glue and attach the under side of the chassis (B4) – not 

pictured.  

 



Step 3c: Next is to install the fifth wheel. Separate parts 5W & 5W. Apply glue to the tabs of WM that are marked B1 and 

insert into the WM slots on B1. 

 

Step 3c: Glue and attach the fifth wheel (5W) onto the wheel mounts (WM) with the round side point to the middle of 

the chassis assembly. 

 

 



Step 4a: Next up is the fuel tanks. Separate parts G, G1, G2, G3 and GT. Add some glue to the slot of G, and slot in G1.  

 

                

Step 4b: Apply glue to either end of the G/G1 rib assembly. Attach parts GT so that the flat end without slots are facing 

the tabs of G. Next dab some glue to the tabs of G3 and position into the top slots of the assembly. 

             

Step 4c: Put some glue into each of the remaining slots of GT. Position the G2 slots into these slots. Repeat steps 4a-4c 

to complete two fuel tanks. 

 

 

 



Step 4d: Attach the fuel tanks to the chassis assembly by inserting the tabs of G into the G slots of B2 and B3. 

 

Step 5a: Apply glue to the front tabs of B2 & B3 of the chassis assembly and attach the front bumper (B5). 

 

Step 5b: Add glue to the rear slots of B2&B3 and insert the B6 to complete the chassis.  

    

 

 

 



Step 6a: Now its time to tackle the front wheels. Separate the 12 Front Tire Treads, W and FH. Create a sandwich using 

both W pieces, connected by 2 Front Wheel Treads. Make sure to check that the centre cross slots are aligned, as the 

axels need to pass through both W pieces.  

 

Step 6b: Continue attaching the tire treads around the wheel assembly. Complete the wheel by gluing FH to one side of 

the wheel. Repeat these steps to create 2 front wheels. 

 

Step 6c: Separate 2 Axel pieces. Apply glue to the slot of one Axel piece and insert another to create the front axel.  

             

 

 

 

 

 



Step 6d: Apply glue to the end of the axel and insert into through both cross slots of one wheel.  

to keep the front Axel in place, add 3 Spacers along the axel, tight to the wheel. No glue is required here.  

 

Step 6e: Slot the Wheel Axel assembly through large holes at the front end of the chassis. Slot on 3 Spacers once the 

axel is in position. Finally, glue on the other front wheel.  

 

Step 7a: Repeat Steps 6a & 6b using the Rear Tire Treads and RH to assemble 4 rear wheels.  Attach the RH pieces into 

the deepest end of the wheel assembly.  

 

 

 

 



Step 7b: Insert 2 additional axel assemblies into 2 rear wheels. Add 2 Spacers and slot the assembly through the rear 

holes of the chassis. Add on 2 additional Spacers per axel and glue on the remaining wheels.  

    

Step 8: Apply glue to the remaining tabs and slots on the upper side of the chassis. Connect the cab assembly to 

complete the tractor.  

 

 

 

 

 

 

 

 



Step 9a: Now for the trailer. Separate all parts from sheet 2 of 3.  

 

Step 9b: Apply glue to the B1 tabs labeled on B3. The single slot at the front of B1 (Pictured right) should be opposite the 

hole of B3. Add some tape to hold things in place while the rest of the trailer box is assembled. 

 

Step 9c: Now, glue the tabs of B5 labeled with B1 & B3 and position the front piece onto the assembly. Add tape.   

 



Step 9d: for the trailer door, separate pieces marked D6 and DH. Glue and position the DH pieces into the slots of D6. 

 

Step 9e: Place one side of the trailer door assembly into the hole of B3. Apply glue to the B1 & B5 tabs labeled on B2.  

 

Step 9f: Rotate the box so that B3 is on your work surface. Starting by positioning the hole of B2 over the other side of 

the trailer door, secure B2 onto the trailer box assembly. Add tape. 

 

 



Step 9g: Apply glue to all tabs at the top of the trailer box assembly and secure the top (B4). Add tape while the glue 

sets.  

 

Step 10a: Separate E1, E2, E3, E4, E5, E6, E7, E8, RB & TH from sheet 3 of 3. 

 

Step 10b: Apply Glue to the E2 and E3 slots labeled on E1. Attach E2 & E3 to E1. There are tabs labeled D1 on both B2 & 

B3 that will extend past the top of E1. These tabs will be used to attach the trailer chassis to the trailer box.  

 

Step 10b: Glue to the E4, E5, E6 & E7 slots on E2 & E3, and secure the appropriate pieces to box out the chassis.  

 



Step 10c: Apply glue to the B8 & RB tabs on the rear of the trailer chassis. Attach the taillights (B8) and rear bumper (RB) 

 
Step 10c: Attach the trailer hitch (TH) to the front of the trailer chassis on piece E1.  

The hitch should be facing op, in this orientation. (see picture)  

 

Step 10d: Mount the trailer chassis to the trailer box by applying glue to the open slots of E1 and insert the tabs of the 

chassis assembly.  

 

 



Add tape to secure in place while the glue sets. 

 

Step 11a: Separate parts S, S1 & S2 from sheet 3 of 3. Glue and slot together both S1 pieces.  

              

Step 11b: Apply glue to the S1 & S2 slots labeled on one S. Complete the trailer stand assembly by attaching the other S 

to the opposite side. 

                    

 

 



Step 12: ITS WHEEL TIME AGAIN! Follow steps 7a & 7b to create the wheels and attach them to the trailer chassis. 

 

 Step 13: insert the trailer stand assembly into the corresponding slots at the front of the trailer chassis. DO NOT GLUE. 

This piece can be removed, rotated and reinserted to make room for the trailer to be attached to the tractor.  

 

 

 



Step 14: to connect the trailer to the tractor, rotate the trailer so that it is perpendicular to the tractor chassis, and 

insert the trailer hitch into the fifth wheel. Once the hitch is down into the slot, slowly rotate the trailer into position, 

watching the corner of the trailer box as it clears the exhaust stacks.  

 
 

THAT’S IT!!! 

 


